Sikkerhed for kørende forlystelser og forlystelsesudstyr – Del 1: Konstruktion og fremstilling

Safety of amusement rides and amusement devices – Part 1: Design and manufacture
DS projekt: M300840
ICS: 97.200.40

Første del af denne publikations betegnelse er:
DS/EN, hvilket betyder, at det er en europæisk standard, der har status som dansk standard.

Denne publikations overensstemmelse er:
IDT med: EN 13814-1:2019

DS-publikationen er på engelsk.

Denne publikation erstatter: DS/EN 13814:2005

---

**DS-publikationstyper**
Dansk Standard udgiver forskellige publikationstyper.
Typen på denne publikation fremgår af forsiden.

Der kan være tale om:

- **Dansk standard**
  - standard, der er udarbejdet på nationalt niveau, eller som er baseret på et andet lands nationale standard, eller
  - standard, der er udarbejdet på internationalt og/eller europæisk niveau, og som har fået status som dansk standard

- **DS-information**
  - publikation, der er udarbejdet på nationalt niveau, og som ikke har opnået status som standard, eller
  - publikation, der er udarbejdet på internationalt og/eller europæisk niveau, og som ikke har fået status som standard, fx en teknisk rapport, eller
  - europæisk præstandard

- **DS-håndbog**
  - samling af standarder, eventuelt suppleret med informativt materiale

- **DS-hæfte**
  - publikation med informativt materiale

Til disse publikationstyper kan endvidere udgives

- tillæg og rettelsesblade

---

**DS-publikationsform**
Publikationstyperne udgives i forskellig form som henholdsvis

- fuldtekstpublikation (publikationen er trykt i sin helhed)
- godkendelsesblad (publikationen leveres i kopi med et trykt DS-omslag)
- elektronisk (publikationen leveres på et elektronisk medie)

---

**DS-betegnelse**
Alle DS-publikationers betegnelse begynder med DS efterfulgt af et eller flere præfikser og et nr., fx DS 383, DS/EN 5414 osv. Hvis der efter nr. er angivet et A eller Cor, betyder det, enten at det er et **tillæg** eller et **rettelsesblad** til hovedstandarden, eller at det er indført i hovedstandarden.

DS-betegnelse angives på forsiden.

---

**Overensstemmelse med anden publikation:**
Overensstemmelse kan enten være IDT, EQV, NEQ eller MOD

- **IDT:** Når publikationen er identisk med en given publikation.
- **EQV:** Når publikationen teknisk er i overensstemmelse med en given publikation, men præsentationen er ændret.
- **NEQ:** Når publikationen teknisk eller præsentationsmæssigt ikke er i overensstemmelse med en given standard, men udarbejdet på baggrund af denne.
- **MOD:** Når publikationen er modificeret i forhold til en given publikation.
EUROPÄISCHE NORM

May 2019

ICS 97.200.40

Supersedes EN 13814:2004

English Version

Safety of amusement rides and amusement devices - Part 1: Design and manufacture

Sécurité des manèges et des dispositifs de divertissement - Partie 1 : Conception et fabrication

Sicherheit von Fahrgeschäften und Vergnügungseinrichtungen - Teil 1: Konstruktion, Bemessung und Herstellung

This European Standard was approved by CEN on 13 May 2018.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United Kingdom.

© 2019 CEN All rights of exploitation in any form and by any means reserved worldwide for CEN national Members
# Requirements for design analysis

## 4

### 4.1 Design documents

- 4.1.1 General
- 4.1.2 Design risk assessment
- 4.1.3 Description of design and operation
- 4.1.4 Design and manufacturing drawings
- 4.1.5 Principles of analysis

### 4.2 Selection of materials

- 4.2.1 General
- 4.2.2 Recommended steels
- 4.2.3 Aluminium alloy
- 4.2.4 Timber
- 4.2.5 Plastic composites
- 4.2.6 Concrete
- 4.2.7 Fasteners for structural components
- 4.2.8 Standards relating to ropes, chains, safety devices, connectors and adapters

### 4.3 Design loads

- 4.3.1 General
- 4.3.2 Permanent actions
- 4.3.3 Variable actions
- 4.3.4 Seismic forces
- 4.3.5 Applicable coefficients
- 4.3.6 Load combination

### 4.4 Structural analysis – Principles

- 4.4.1 General
- 4.4.2 Analysis principles for various types of rides
- 4.4.3 Other railways with track-bound vehicles

### 4.5 Verification of stability

- 4.5.1 Safety against overturning, sliding and lifting

### 4.6 Ground anchorage

- 4.6.1 General
- 4.6.2 Design load bearing capacity of weight anchors
- 4.6.3 Design load bearing capacity of rod anchors
- 4.6.4 Testing of anchors (Numbering)
- 4.6.5 Calculation of loads on anchors
- 4.6.6 Further requirements
- 4.6.7 Ground support for packing

### 4.7 Verification of strength

- 4.7.1 General
- 4.7.2 Predominantly static stress
- 4.7.3 Fluctuating stress
- 4.7.4 Bolts
- 4.7.5 Ropes, chains, safety devices, connectors and adapters

### 4.8 Structural design and construction

- 4.8.1 Arrangement, accessibility
- 4.8.2 Locking and safety devices for fasteners
- 4.8.3 Joints intended for regular dismantling
- 4.8.4 Designing of components subject to fluctuating loads
5 Requirements for design and manufacture of rides and structures

5.1 Risk reduction by prevailing design and safety measures

5.1.1 General

5.1.2 Risk assessment

5.1.3 Risk reduction for platforms, ramps, floors, stairs and walkways

5.1.4 Risk reduction by the use of barriers, fencing and guardings

5.1.5 Guarding of machinery parts

5.1.6 Risk reduction in the case of access and egress

5.1.7 Risk reduction for passengers units

5.1.8 Requirements by special provisions

5.2 Supplementary safety requirements for various types of amusement device

5.2.1 Amusement rides with vertical axis

5.2.2 Amusement rides with horizontal axis

5.2.3 Rail-guided channel or track-bound amusement devices

5.2.4 Dodgem cars/Bumper cars

5.2.5 Speedways/Go-karts

5.2.6 Mini-motorbikes for children

5.2.7 Boat rides

5.2.8 Flume rides

5.2.9 Helter skelters, slides, etc.

5.2.10 Side shows, booths, win-a-prize and sales stands, mazes, halls of mirrors, fun houses, labyrinths, hammers, ring the bell and similar

5.2.11 Shooting stands and trailers, shooting devices

5.3 Mechanical systems

5.3.1 Hydraulic and pneumatic devices

5.3.2 Lifting and elevating units being integral part of a ride

5.4 Manufacture and supply

5.4.1 Manufacturer

5.4.2 Quality assurance — Quality plan

5.4.3 Manufacturing process

5.4.4 Safety precautions to be taken by the manufacturer

5.4.5 Electrical installations

5.5 Supply

5.5.1 Manuals

5.5.2 Special information

5.5.3 Drawings and diagrams

5.6 Design documentation

5.6.1 General

5.6.2 Description of installation and technical specification/information

5.7 Amusement Device Log

5.7.1 General

5.8 Official technical dossier

5.8.1 General

5.8.2 Content

5.8.3 Identification marking

Annex A (normative) Electrical equipment and control systems

Annex B (informative) Control systems - Best practices

Annex C (informative) Guidance on design of passenger containment

Annex D (informative) Amusement Device Log for an amusement device

Annex E (informative) List of main hazards, hazardous situations and events for spectators and passengers during the operation and use of amusement rides

Annex F (informative) Guest behaviour
<table>
<thead>
<tr>
<th>Annex</th>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>G</td>
<td>Limited accessibility to amusement devices</td>
<td>158</td>
</tr>
<tr>
<td>H</td>
<td>Safety envelope for passengers</td>
<td>160</td>
</tr>
<tr>
<td>I</td>
<td>Acceleration effects on passengers</td>
<td>163</td>
</tr>
<tr>
<td></td>
<td>Bibliography</td>
<td>173</td>
</tr>
</tbody>
</table>
European foreword

This document (EN 13814-1:2019) has been prepared by Technical Committee CEN/TC 152 “Fairground and amusement park machinery and structures - Safety”, the secretariat of which is held by UNI.

This European Standard shall be given the status of a national standard, either by publication of an identical text or by endorsement, at the latest by November 2019, and conflicting national standards shall be withdrawn at the latest by May 2022.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document, together with its second and third parts, supersedes EN 13814:2004.

EN 13814 consists of the following parts, under the general title Safety of amusement rides and amusement devices:

— Part 1: Design and manufacture;
— Part 2: Operation, maintenance and use;
— Part 3: Requirements for inspection during design, manufacture, operation and use.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
Introduction

The object of this document is to define safety rules related to structures and machinery, which are either an integral part of, or constitute the amusement device itself. The safety rules are intended to safeguard persons against the risk of accidents caused by deficiencies in design, manufacture and operation of such structures and machinery.

Annex A (normative) provides guidance on electrical equipment and control systems
Annex B (informative) provides control systems – best practices
Annex C (informative) provides guidance of passenger containment
Annex D (informative) shows a typical layout of a device log for an amusement device
Annex E (informative) lists hazards pertaining to amusement rides
Annex F (informative) provides guidance on guest behaviour
Annex G (informative) provides guidance on the limited accessibility to amusement devices
Annex H (informative) provides guidance on the safety envelope for passengers
Annex I (informative) explains acceleration effects on passengers
Safety of amusement rides and amusement devices –

Part 1: Design and manufacture

1 Scope

This document specifies the minimum requirements necessary to ensure the safe design, calculation, manufacture, and installation of mobile, temporary or permanently installed machinery and structures which are intended for use by persons as a leisure activity, e.g. roundabouts, swings, boats, ferris wheels, roller coasters, chutes, booths, side shows, and structures for artistic aerial displays. The above items are hereafter called amusement devices, which are intended to be installed both repeatedly without degradation or loss of integrity, and temporarily or permanently in fairgrounds and amusement parks or any other locations. Grandstands, construction site installations, scaffolding, removable agricultural structures, simple coin operated children's amusement devices, carrying up to three children, and recreational devices like waterslides or summer toboggan runs, playground equipment, rope courses, climbing wall, inflatable, trampolines, swimming pool equipment (this list is not exhaustive) are not covered by this document.

For all the equipment not covered by the requirements of EN 13814-1, the relevant standards apply. Nevertheless this document can be used in the design of any similar structural or passenger carrying amusement device not explicitly mentioned herein.

In terms of workers' health and safety, national regulations apply.

This document is applicable to manufacturing and major modification of amusement devices and rides for designs after the effective date of publication.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes requirements of this document. For dated references, only the edition cited applies. For undated references, the latest edition of the referenced document (including any amendments) applies.

EN 349, Safety of machinery — Minimum gaps to avoid crushing of parts of the human body

EN 818 (all parts), Short link chain for lifting purposes — Safety

EN 1090-2:2018, Execution of steel structures and aluminium structures — Part 2: Technical requirements for steel structures


EN 1176 (all parts), Playground equipment and surfacing

EN 1991-1-4, Eurocode 1: Actions on structures - Part 1-4: General actions - Wind actions


EN 1999-1-1, Eurocode 9: Design of aluminium structures — Part 1-1: General structural rules

EN 10204, Metallic products - Types of inspection documents