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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
SAFETY OF MACHINERY –  

ELECTRICAL EQUIPMENT OF MACHINES –  
 

Part 33: Requirements for semiconductor fabrication equipment 
 
 

FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 60204-33 has been prepared by technical committee 44: Safety of 
machinery – Electrotechnical aspects. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

44/602/FDIS 44/607/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 
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A list of all parts of IEC series 60204, under the general title Safety of machinery – Electrical 
equipment of machines, can be found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until the 
maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

The following differences exist in some countries: 

4.3.1:  The voltage characteristics of electricity supplied by public distribution systems in 
Europe are given in EN 50160:1999, Voltage characteristics of electricity supplied 
by public distribution systems. 

5.1.3:  Exception is not allowed (USA). 
5.1.3: TN-C systems are not permitted in low-voltage installations in buildings (Norway). 
5.2:  Terminals for the connection of the protective earthing conductors may be 

identified by the colour green, the letters “G” or “GR” or “GRD” or “GND”, or the 
word “ground” or “grounding”, or with the graphical symbol IEC 60417-5019 (2006-
08) or any combination (USA). 

6.3.3:  TT systems are preferred over TN systems (Japan). 
6.3.3 b), 13.4.5 b), 18.2.1: TT power systems are not allowed (USA). 
7.2.3:  Disconnection of the neutral conductor is mandatory in a TN-S system (France and 

Norway). 
7.2.3:  Third paragraph: distribution of a neutral conductor with an IT system is not 

allowed (USA and Norway). 
13.4.2:  For the protective conductor, the colour identification GREEN (with or without 

YELLOW stripes) is used as equivalent to the bicolour combination GREEN-AND-
YELLOW (USA and Canada). 

13.4.3:  The colour identification WHITE or GREY is used for earthed neutral conductors 
instead of the colour identification BLUE (USA and Canada). 

15.2.2:  First paragraph: Maximum value between conductors 150 V (USA). 
15.2.2:  2nd paragraph, 5th bullet: The full load current rating of lighting circuits does not 

exceed 15 A (USA). 
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INTRODUCTION 

IEC 60204-33 has been created to reflect the unique needs of electrical safety within the 
semiconductor manufacturing environment. This includes the specialized clean room 
environment in which semiconductors are fabricated as well as the specialized nature of the 
semiconductor fabrication equipment itself. IEC 60204-33 ensures a level of safety consistent 
with IEC 60204-1 while still permitting the flexibility needed in the design and operation of 
semiconductor fabrication equipment. It has been drafted to satisfy the electrical safety needs 
of the semiconductor industry. 

This standard is not intended to address those functional aspects of semiconductor fabrication 
equipment that do not relate directly to safety. 

Note relating to SEMI: SEMI is the global industry association serving the manufacturing supply 
chains for the microelectronic, display and photovoltaic industries. SEMI maintains offices in 
Austin, Beijing, Brussels, Hsinchu, Moscow, San Jose, Seoul, Shanghai, Singapore, Tokyo, 
and Washington, D.C. The SEMI Standards Program, established in 1973, covers all aspects 
of semiconductor process equipment and materials, from wafer manufacturing to test, 
assembly and packaging, in addition to the manufacture of flat panel displays, photovoltaic 
systems and micro-electromechanical systems (MEMS). More than 2,100 volunteers worldwide 
participate in the program, which is made up of 19 global technical committees. Visit 
0Hwww.semi.org/standards for further details about SEMI Standards.  Some information 
contained in this document was derived from SEMI S22 and S2.  Republished with permission 
from Semiconductor Equipment and Materials International, Inc. (SEMI) © 2009 
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SAFETY OF MACHINERY –  
ELECTRICAL EQUIPMENT OF MACHINES –  

 
Part 33: Requirements for semiconductor fabrication equipment 

 
 
 

1 Scope 

This part of IEC 60204 applies to electrical and electronic equipment associated with 
semiconductor fabrication equipment for the manufacture, measurement, assembly, and test of 
semiconductors.  

NOTE 1 In this standard, the term electrical includes electrical, electronic, and programmable electronic matters 
(i.e. electrical equipment means electrical, electronic, and programmable electronic equipment). 

NOTE 2 In the context of this standard, the term person refers to any individual and includes those persons who 
are assigned and instructed by the user or his agent(s) in the installation, use, and care of the fabrication 
equipment in question. 

The electrical equipment covered by this standard commences at the point of connection of the 
supply to the electrical equipment (see 5.1), and includes proper instruction for its safe 
installation. 

NOTE 3 For the requirements for the electrical supply installation in buildings, see IEC 60364 series. 

This part is applicable to the electrical equipment or parts of the electrical equipment that 
operate with nominal supply voltages not exceeding 1 000 V for alternating current (a.c.) and 
not exceeding 1 500 V for direct current (d.c.), and with nominal supply frequencies not 
exceeding 200 Hz. For higher voltages or frequencies, special requirements may be needed. 

NOTE 4 Electrical equipment within which derived voltages exceed these supply voltage limits is within the scope 
of this standard. 

Included are requirements for protective measures against electrical safety hazards as well as 
electrical interlock circuits that protect against non-electrical hazards. However, it does not 
cover all the requirements that are needed or required by other standards or regulations in 
order to safeguard persons from hazards other than electrical hazards (e.g. chemical hazards, 
mechanical hazards, radiation hazards). Each type of machine has unique requirements to be 
accommodated to provide adequate safety. 

Additional and special requirements can apply to the electrical equipment of fabrication 
equipment that: 

• use, process, or produce potentially explosive material; 

• are used in potentially explosive and/or flammable atmospheres; 

• have special risks when producing or using certain materials; 

• are hoisting machines (which are covered by IEC 60204-32). 

This standard does not include specifications for performance or functional characteristics of 
the fabrication equipment. 

This standard does not deal with the possible effects on human health that can result from 
emissions (for example EMFs, noise) from the fabrication equipment. 

This standard does not specify requirements for electromagnetic compatibility (EMC). 
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2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments) applies. 

IEC 60034-11:2004, Rotating electrical machines – Part 11: Thermal protection 

IEC 60038: IEC standard voltages 

IEC 60073:2002, Basic and safety principles for man-machine interface, marking and 
identification – Coding principles for indication devices and actuators 

IEC 60364-4-41:2005, Low-voltage electrical installations – Part 4-41: Protection for safety –
Protection against electric shock 

IEC 60364-4-43:2008, Low-voltage electrical installations – Part 4-43: Protection for safety – 
Protection against overcurrent 

IEC 60364-6:2006, Low-voltage electrical installations – Part 6: Verification  

IEC 60417, Graphical symbols for use on equipment  

IEC 60445:2006, Basic and safety principles for man-machine interface, marking and 
identification – Identification of equipment terminals and conductor terminations 

IEC 60446:2007, Basic and safety principles for man-machine interface, marking and 
identification – Identification of conductors by colours or alphanumerics 

IEC 60447:2004, Basic and safety principles for man-machine interface, marking and 
identification – Actuating principles 

IEC 60529:1989, Degrees of protection provided by enclosures (IP Code) 

IEC 60617, Graphical symbols for diagrams  

IEC 60695-11-10:1999, Fire hazard testing – Part 11-10: Test flames – 50 W horizontal and 
vertical flame test methods 

IEC 60950-1:2005,  Information technology equipment – Safety – Part 1: General requirements 

IEC 61010-1:2001, Safety requirements for electrical equipment for measurement, control, and 
laboratory use – Part 1: General requirements 

IEC 61032:1997, Protection of persons and equipment by enclosures – Probes for verification 

61310 (all parts): Safety of machinery – Indication, marking and actuation 

IEC 61310-1:2007, Safety of machinery – Indication, marking and actuation – Part 1: 
Requirements for visual, acoustic and tactile signals 

IEC 61508 (all parts), Functional safety of electrical/electronic/programmable electronic safety 
related systems 
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IEC 61557-3:2007, Electrical safety in low voltage distribution systems up to 1000 V a.c. and 
1500 V d.c. – Equipment for testing, measuring or monitoring of protective measures – Part 3: 
Loop impedance 

IEC 61558-1:2005, Safety of power transformers, power supplies, reactors and similar products 
– Part 1: General requirements and tests 

IEC 61558-2-6:2009, Safety of transformers, reactors, power supply units and similar products 
for supply voltages up to 1 100 V – Part 2-6: Particular requirements and tests for safety 
isolating transformers and power supply units incorporating safety isolating transformers 

IEC 61800-5-1:2007, Adjustable speed electrical power drive systems – Part 5-1: Safety 
requirements – Electrical, thermal and energy 

IEC 62061:2005, Safety of machinery – Functional safety of safety-related electrical, electronic 
and programmable electronic control systems 

ISO 12100-2:2003, Safety of machinery – Basic concepts, general principles for design – 
Part 2: Technical principles 

ISO 13849 (all parts): Safety of machinery – Safety-related parts of control systems 

ISO 13849-1:1999, Safety of machinery – Safety-related parts of control systems – Part 1: 
General principles for design 

ISO 13851:2002, Safety of machinery – Two-hand control devices – Functional aspects and 
design principles 

3 Terms and definitions  

For the purposes of this document, the following terms and definitions apply. 

3.1  
actuator 
part of a device to which an external manual action is to be applied 

NOTE 1 The actuator may take the form of a handle, knob, push-button, roller, plunger, etc. 

NOTE 2 There are some actuating means that do not require an external actuating force but only an action. 

NOTE 3 See also 3.40. 

3.2  
ambient temperature 
temperature of the air or other medium where the equipment is to be used 

[IEV 826-01-04] 

3.3  
appliance coupler 
means enabling the connection and disconnection at will, of a cord to an appliance or other 
equipment and consisting of a connector and an appliance inlet 

NOTE 1 An appliance inlet integrated in an appliance or equipment is an appliance inlet the shroud and base of 
which is formed by the housing of the appliance or equipment. 

NOTE 2 An appliance inlet incorporated in an appliance or an equipment is a separate appliance inlet built-in or 
fixed to an appliance or equipment. 
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AVANT-PROPOS 

1) La Commission Electrotechnique Internationale (CEI) est une organisation mondiale de normalisation composée 
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Cette publication a été rédigée selon les Directives ISO/CEI, Partie 2. 
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Une liste de toutes les parties de la série CEI 60204, présentées sous le titre général Sécurité 
des machines – Equipement électrique des machines, peut être consultée sur le site web de la 
CEI. 

Le comité a décidé que le contenu de cette publication ne sera pas modifié avant la date de 
maintenance indiquée sur le site web de la CEI sous "http://webstore.iec.ch" dans les données 
relatives à la publication recherchée. A cette date, la publication sera  

• reconduite, 
• supprimée, 
• remplacée par une édition révisée, ou 
• amendée. 

Dans certains pays, les différences suivantes existent: 

4.3.1:  Les caractéristiques de tension de l’électricité fournie par les réseaux publics de 
distribution en Europe sont données dans l'EN 50160:1999, Caractéristiques de la 
tension fournie par les réseaux publics de distribution. 

5.1.3:  Exception non permise (USA). 
5.1.3: Les schémas TN-C ne sont pas admis dans les installations à basse tension dans 

les bâtiments (Norvège) 
5.2:  Les bornes pour le raccordement des conducteurs de mise à la terre de protection 

peuvent être identifiées par la couleur verte, les lettres “G” ou “GR”, “GRD” ou 
“GND”, ou les mots “ground” ou "grounding", ou par le symbole graphique 
CEI 60417-5019 (2006-08) ou toute combinaison (USA). 

6.3.3:  Les schémas TT sont préférés aux schémas TN (Japon). 
6.3.3 b), 13.4.5 b), 18.2.1: Les schémas TT de puissance ne sont pas autorisés (USA). 
7.2.3:  La coupure du conducteur neutre est obligatoire en schéma TN-S (France et 

Norvège). 
7.2.3:  Troisième alinéa: la distribution d'un conducteur neutre dans un schéma IT n'est 

pas autorisée (USA et Norvège). 
13.4.2:  Pour le conducteur de protection, la couleur VERTE (avec ou sans bandes 

JAUNES) est utilisée comme équivalent à la combinaison bicolore VERT-et-JAUNE 
(USA et Canada). 

13.4.3:  La couleur BLANCHE ou GRISE est utilisée pour repérer les conducteurs neutres 
mis à la terre au lieu du BLEU (USA et Canada). 

15.2.2:  Premier alinéa: Valeur maximale entre conducteurs 150 V (USA). 
15.2.2:  Deuxième alinéa, 5e tiret: La caractéristique de courant en pleine charge des 

circuits d'éclairage ne dépasse pas 15 A (USA). 
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INTRODUCTION 

La CEI 60204-33 a été créée afin de refléter les besoins propres à la sécurité électrique dans 
l’environnement de fabrication des semi-conducteurs. Cela inclut l’environnement spécifique 
que constitue la salle blanche, dans lequel les semi-conducteurs sont fabriqués, ainsi que la 
nature spécifique des équipements de fabrication des semi-conducteurs eux-mêmes. La 
CEI 60204-33 assure un niveau de sécurité cohérent avec la CEI 60204-1, tout en permettant 
toujours la flexibilité nécessaire dans la conception et le fonctionnement des équipements de 
fabrication des semi-conducteurs. Elle a été rédigée pour satisfaire aux besoins de la sécurité 
électrique de l’industrie des semi-conducteurs. 

La présente norme n’est pas destinée à traiter les aspects fonctionnels des équipements de 
fabrication des semi-conducteurs n’ayant pas de relation directe avec la sécurité.  

Note concernant SEMI : SEMI is the global industry association serving the manufacturing 
supply chains for the microelectronic, display and photovoltaic industries. SEMI maintains 
offices in Austin, Beijing, Brussels, Hsinchu, Moscow, San Jose, Seoul, Shanghai, Singapore, 
Tokyo, and Washington, D.C. The SEMI Standards Program, established in 1973, covers all 
aspects of semiconductor process equipment and materials, from wafer manufacturing to test, 
assembly and packaging, in addition to the manufacture of flat panel displays, photovoltaic 
systems and micro-electromechanical systems (MEMS). More than 2,100 volunteers worldwide 
participate in the program, which is made up of 19 global technical committees. Visit 
www.semi.org/standards for further details about SEMI Standards.  Some information 
contained in this document was derived from SEMI S22 and S2.  Republished with permission 
from Semiconductor Equipment and Materials International, Inc. (SEMI) © 2009 
 

 

http://www.semi.org/standards
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SÉCURITÉ DES MACHINES –  
ÉQUIPEMENT ÉLECTRIQUE DES MACHINES –  

 
Partie 33: Exigences pour les équipements  

de fabrication des semi-conducteurs 
 
 
 

1 Domaine d’application 

La présente partie de la CEI 60204 s’applique aux équipements électriques et électroniques 
associés aux équipements de fabrication des semi-conducteurs pour la fabrication, les 
mesures, l'assemblage et les essais des semi-conducteurs.  

NOTE 1 Dans la présente norme, le terme électrique signifie électrique, électronique et électronique 
programmable (c’est-à-dire qu'un équipement électrique signifie un équipement électrique, électronique et 
électronique programmable). 

NOTE 2 Dans le cadre de la présente norme, le terme personne s'applique à n'importe quel individu et indique les 
personnes désignées et averties par l'utilisateur ou son ou ses agents pour l'installation, l'utilisation ou la 
maintenance de l’équipement de fabrication concerné. 

L'équipement électrique couvert par la présente norme commence au point de connexion de 
l'alimentation à l'équipement électrique (voir 5.1) et comprend des instructions adaptées à son 
installation en toute sécurité. 

NOTE 3 Pour les exigences concernant l’installation de l’alimentation électrique dans les bâtiments, voir la série 
CEI 60364. 

La présente partie s'applique aux équipements ou parties d'équipement électrique qui sont 
alimentés sous une tension d'alimentation nominale n'excédant pas 1 000 V en courant 
alternatif (c.a.) ou 1 500 V en courant continu (c.c.) et pour des fréquences nominales 
d'alimentation n'excédant pas 200 Hz. Pour des tensions ou des fréquences supérieures, des 
exigences particulières peuvent être nécessaires. 

NOTE 4 Les équipements électriques dans lesquels les tensions dérivées dépassent ces limites de tension 
d’alimentation entrent dans le domaine d’application de la présente norme. 

Sont incluses les exigences pour les mesures de protection contre les dangers liés à la 
sécurité électrique ainsi que pour les circuits de verrouillage électrique qui protègent contre les 
dangers non électriques. Néanmoins, cette partie ne couvre pas toutes les exigences qui sont 
nécessaires ou exigées par d'autres normes ou réglementations destinées à protéger les 
personnes de dangers autres que les dangers électriques (par exemple les dangers chimiques, 
les dangers mécaniques, les dangers dus aux rayonnements). Chaque type de machine a des 
exigences propres qu’il faut prendre en compte pour fournir la sécurité appropriée. 

Des exigences complémentaires et spécifiques peuvent s'appliquer aux matériels électriques 
des équipements de fabrication qui: 

– utilisent, traitent ou produisent des matériaux potentiellement explosifs; 
– sont utilisés dans des atmosphères potentiellement explosives et/ou inflammables; 
– présentent des risques particuliers lors de la fabrication ou de l'utilisation de certains 

matériaux; 
– sont des appareils de levage (couverts par la CEI 60204-32). 

La présente norme ne comprend pas de spécifications concernant les performances ou les 
caractéristiques de fonctionnement de l’équipement de fabrication. 
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La présente norme ne traite pas des effets possibles sur la santé humaine des émissions (par 
exemple forces électromotrices, bruit) provenant de l’équipement de fabrication. 

La présente norme ne spécifie aucune exigence relative à la compatibilité électromagnétique 
(CEM). 

2 Références normatives 

Les documents de référence suivants sont indispensables pour l'application du présent 
document. Pour les références datées, seule l'édition citée s'applique. Pour les références non 
datées, la dernière édition du document de référence s'applique (y compris les éventuels 
amendements). 

CEI 60034-11:2004, Machines électriques tournantes – Partie 11: Protection thermique  

CEI 60038: Tensions normales de la CEI 

CEI 60073:2002, Principes fondamentaux et de sécurité pour l'interface homme-machine, le 
marquage et l'identification – Principes de codage pour les indicateurs et les organes de 
commande 

CEI 60364-4-41:2005, Installations électriques à basse tension – Partie 4-41: Protection pour 
assurer la sécurité – Protection contre les chocs électriques 

CEI 60364-4-43:2008, Installations électriques à basse tension – Partie 4-43: Protection pour 
assurer la sécurité – Protection contre les surintensités 

CEI 60364-6:2006, Installations électriques à basse tension – Partie 6: Vérification 

CEI 60417, Symboles graphiques utilisables sur le matériel 

CEI 60445:2006, Basic and safety principles for man-machine interface, marking and 
identification – Identification of equipment terminals and conductor terminations (disponible en 
anglais seulement) 

CEI 60446:2007, Basic and safety principles for man-machine interface, marking and 
identification – Identification of conductors by colours or alphanumerics (disponible en anglais 
seulement) 

CEI 60447:2004, Principes fondamentaux et de sécurité pour l’interface homme-machine, le 
marquage et l’identification – Principes de manœuvre 

CEI 60529:1989, Degrés de protection procurés par les enveloppes (Code IP) 

CEI 60617, Symboles graphiques pour schémas 

CEI 60695-11-10:1999, Essais relatifs aux risques du feu – Partie 11-10: Flammes d’essai – 
Méthodes d’essai horizontale et verticale à la flamme de 50 W 

CEI 60950-1:2005,  Matériels de traitement de l’information – Sécurité – Partie 1: Exigences 
générales 

CEI 61010-1:2001, Règles de sécurité pour appareils électriques de mesurage, de régulation et 
de laboratoire – Partie 1: Prescriptions générales 
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CEI 61032:1997, Protection des personnes et des matériels par les enveloppes – Calibres 
d’essai pour la vérification 

CEI 61310 (toutes les parties): Sécurité des machines – Indication, marquage et manœuvre – 
Partie 1: Exigences pour les signaux visuels, acoustiques et tactiles 

CEI 61310-1:2007, Sécurité des machines – Indication, marquage et manœuvre – Partie 1: 
Exigences pour les signaux visuels, acoustiques et tactiles 

CEI 61508 (toutes les parties), Sécurité fonctionnelle des systèmes électriques / électroniques 
/ électroniques programmables relatifs à la sécurité 

CEI 61557-3:2007, Sécurité électrique dans les réseaux de distribution basse tension de 1 
000 V c.a. et 1 500 V c.c. – Dispositifs de contrôle, de mesure ou de surveillance de mesures 
de protection – Partie 3: Impédance de boucle 

CEI 61558-1:2005, Sécurité des transformateurs, alimentations, bobines d’inductance et 
produits analogues – Partie 1: Exigences générales et essais 

CEI 61558-2-6:2009, Sécurité des transformateurs, bobines d'inductance, blocs d'alimentation 
et produits analogues pour des tensions d'alimentation jusqu'à 1 100 V – Partie 2-6: Règles 
particulières et essais pour les transformateurs de sécurité et les blocs d'alimentation 
incorporant des transformateurs de sécurité 

CEI 61800-5-1:2007, Entraînements électriques de puissance à vitesse variable – Partie 5-1: 
Exigences de sécurité – Electrique, thermique et énergétique 

CEI 62061:2005, Sécurité des machines – Sécurité fonctionnelle des systèmes de commande 
électriques, électroniques et électroniques programmables relatifs à la sécurité 

ISO 12100-2:2003, Sécurité des machines – Notions fondamentales, principes généraux de 
conception – Partie 2: Principes techniques 

ISO 13849 (toutes les parties): Sécurité des machines – Parties des systèmes de commande 
relatives à la sécurité – Partie 1: Principes généraux de conception 

ISO 13849-1:2006, Sécurité des machines – Parties des systèmes de commande relatives à la 
sécurité – Partie 1: Principes généraux de conception 

ISO 13851:2002, Sécurité des machines – Dispositifs de commande bimanuelle – Aspects 
fonctionnels et principes de conception 

3 Termes et définitions 

Pour les besoins du présent document, les termes et définitions suivants s’appliquent. 

3.1  
organe de commande 
partie d'un appareil sur laquelle une action manuelle externe est appliquée 

NOTE 1 L'organe de commande peut prendre la forme d’une poignée, d’un bouton, d’un bouton-poussoir, d’une 
roulette, d’un plongeur, etc. 

NOTE 2 Certains organes n'exigent pas d'effort extérieur, mais seulement une action. 

NOTE 3 Voir aussi 3.40. 




