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Foreword 

IS0 (the International Organization for Standardization) is a worldwide 
federation of national standards bodies (IS0 member bodies). The work of 
preparing International Standards is normally carried out through IS0 
technical committees. Each member body interested in a subject for which 
a technical committee has been established has the right to be represented 
on that committee. International organizations, governmental and non- 
governmental, in liaison with ISO, also take part in the work. IS0 
collaborates closely with the International Electrotechnical Commission 
(IEC) on all matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are 
circulated to the member bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the member bodies casting 
a vote. 

International Standard IS0 11102-l was prepared by Technical 
Committee ISO/TC 70, Internal combustion engines. 

IS0 11102 consists of the following parts, under the general title 
Reciprocating internal combustion engines - Handle starting equipment: 

- Part 7: Safety requirements and tests 

- Part 2: Method of testing the angle of disengagement 

0 IS0 1997 

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced 
or utilized in any form or by any means, electronic or mechanical, including photocopying and 
microfilm, without permission in writing from the publisher. 

International Organization for Standardization 
Case postale 56 l CH-1211 Gen&ve 20 l Switzerland 
Internet central@iso.ch 
x.400 c=ch; a=400net; p=iso; o=isocs; s=central 

Printed in Switzerland 

ii 

This is a preview of "ISO 11102-1:1997". Click here to purchase the full version from the ANSI store.

https://webstore.ansi.org/Standards/ISO/ISO111021997?source=preview

