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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 15900 was prepared by Technical Committee ISO/TC 24, Particle characterization including sieving, 
Subcommittee SC 4, Particle characterization. 

This is a preview of "ISO 15900:2009". Click here to purchase the full version from the ANSI store.This is a preview of "ISO 15900:2009". Click here to purchase the full version from the ANSI store.This is a preview of "ISO 15900:2009". Click here to purchase the full version from the ANSI store.This is a preview of "ISO 15900:2009". Click here to purchase the full version from the ANSI store.

http://webstore.ansi.org/RecordDetail.aspx?sku=ISO%2015900:2009&source=preview
https://webstore.ansi.org/RecordDetail.aspx?sku=ISO%2015900:2009&source=preview
https://webstore.ansi.org/Standards/ISO/ISO159002009&source=preview
https://webstore.ansi.org/Standards/ISO/ISO159002009?source=preview


ISO 15900:2009(E) 

© ISO 2009 – All rights reserved v

Introduction 

Differential electrical mobility classification and analysis of airborne particles has been widely used to measure 
a variety of aerosol particles ranging from nanometre-size to micrometre-size in the gas phase. In addition, the 
electrical mobility classification of charged particles can be used to generate mono-disperse particles of 
known size for calibration of other instruments. One notable feature of these techniques is that they are based 
on simple physical principles. The techniques have become important in many fields of aerosol science and 
technology, e.g. aerosol instrumentation, production of materials from aerosols, contamination control in the 
semiconductor industry, atmospheric aerosol science, characterization of engineered nanoparticles, and so on. 
However, in order to use electrical mobility classification and analysis correctly, several issues, such as the 
slip correction factor, the ion-aerosol attachment coefficients, the size-dependent charge distribution on 
aerosol particles and the method used for inversion of the measured mobility distribution to the aerosol size 
distribution, need due caution. 

There is, therefore, a need to establish an International Standard for the use of differential electrical mobility 
analysis for classifying aerosol particles. Its purpose is to provide a methodology for adequate quality control 
in particle size and number concentration measurement with this method. 
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